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(57) ABSTRACT

A process for producing a fluororesin sheet containing a filler
includes a step of rolling a sheet-forming resin composition
including a fluororesin, a filler and a processing aid at a roll
temperature of from 40 to 80° C. The processing aid includes
at least 30% by mass of a petroleum hydrocarbon solvent
having a fractionating temperature of not higher than 120° C.
based on 100% by mass of the amount of the processing aid.
The fluororesin sheet so produced provides high stress relax-
ation properties along with high hermetic sealing properties
even when the content of the fluororesin is low and the content
of' the filler is high.

4 Claims, No Drawings
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PROCESS FOR PRODUCING A
FLUORORESIN SHEET CONTAINING A
FILLER AND A FLUOROESIN SHEET
CONTAINING A FILLER

TECHNICAL FIELD

The present invention relates to a process for producing a
fluororesin sheet containing a filler and a fluororesin sheet
containing a filler. More specifically, it relates to a process for
producing a fluororesin sheet containing a filler, which is used
as sealing materials or the like, and a fluororesin sheet con-
taining a filler.

TECHNICAL BACKGROUND

A fluororesin sheet containing a filler is prepared by mix-
ing a fluororesin with a filler and processing the mixture into
a sheet form. As a result, the fluororesin sheet containing the
filler not only has chemical resistance, heat resistance, non-
adhesion properties and low friction properties, which are
inherent in the fluororesin, but also has functions and prop-
erties, which are inherent in the filler. Moreover, the fluo-
roresin sheet containing the filler is improved in wear prop-
erties and creep characteristics, which are the defects of a
fluororesin. Accordingly, the fluororesin sheet containing the
filler is variously used for sealing materials or the like.

Some of sealing materials are prepared by mixing a fluo-
roresin with a metal, graphite or an inorganic filler so as to be
improved in thermal conductivity, wear properties and creep
characteristics. They are used as knitting yarns for sheet-like
gaskets or gland packings.

U.S. Pat. No. 3,315,020 (Patent Document 1) discloses, in
the specification, a technique such that a mixture of PTFE, a
filler and a processing aid is extrusion molded and rolled by
passing the molded mixture through a pair of pressure rolls
once or several times, to prepare a long sheet. However, when
the a sheet-like gasket is made from a fluororesin sheet con-
taining a filler utilizing this technique, a gasket satisfying the
properties as a sealing material cannot be prepared because
the hermetical properties are low although the stress relax-
ation properties tend to be excellent if the filler content is
high.

JP-A-2004-323717 (Patent Document 2) discloses a fluo-
roresin sheet containing a filler prepared in such a way that a
composition, which contains a fluororesin, a swelling min-
eral, a filler and a processing aid, is extrusion molded and
thereafter stretched to be made into a sheet by passing the
composition through a pressure roll. This fluororesin sheet
containing the filler has excellent stress relaxation properties
and tensile strength even if the fluororesin content is low and
the filler content is high in the sheet.

It is found that the fluororesin sheet containing a filler
disclosed in Patent Document 2 still has room for improve-
ment in sealing properties because the amount of the fluo-
roresin, which is used as a binder for filling the spaces
between hard particulate inorganic fillers, is insufficient.

The present invention has been accomplished with the view
of solving the problems as described above. It is an object of
the invention to provide a fluororesin sheet containing a filler
having both of high stress relaxation properties and high
hermetic properties (sealing properties) even if having a low
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2

fluororesin content and a high filler content, and it is another
object of the invention to provide a production process of the
sheet.

SUMMARY OF THE INVENTION

The present inventors have been earnestly studied and
found that a fluororesin sheet containing a filler having both
of high stress relaxation properties and high hermetic prop-
erties can be prepared by gradually evaporating a processing
aid in the process of production of a fluororesin sheet con-
taining a filler. Thus, the present invention has been accom-
plished.

The process for producing a fluororesin sheet containing a
filler according to the present invention comprises a step of
rolling a sheet-forming resin composition comprising a fluo-
roresin, a filler and a processing aid at a roll temperature of
from 40 to 80° C., wherein the processing aid comprises at
least 30% by mass of a petroleum hydrocarbon solvent having
a fractionating temperature of not higher than 120° C. based
on 100% by mass of the amount of the processing aid.

The mass ratio of the fluororesin to the filler in the compo-
sition is preferably 1:0.1 to 2.

The composition preferably contains the processing aid in
an amount of from 5 to 50 parts by weight based on 100 parts
by weight of the total amount of the fluororesin and the filler.

The process for producing a fluororesin sheet containing a
filler according to the present invention further comprises a
step of rolling a resulting rolled sheet prepared in the previous
rolling step.

The fluororesin sheet containing a filler of the present
invention is formed by the above process for producing the
fluororesin sheet containing the filler according to the present
invention.

The production process of the present invention can pre-
pare a fluororesin sheet containing a filler having both of high
stress relaxation properties and high hermetic properties
though the content of the fluororesin is low and the content of
the filler is high.

DETAILED DESCRIPTION OF THE INVENTION

The process for producing a fluororesin sheet containing a
filler according to the present invention comprises a step of
rolling a sheet-forming resin composition comprising a fluo-
roresin, a filler and a processing aid at a roll temperature of
from 40 to 80° C., wherein the processing aid comprises at
least 30% by mass of a petroleum hydrocarbon solvent having
a fractionating temperature of not higher than 120° C. based
on 100% by mass of the amount of the processing aid.

Resin Composition for Sheet-Forming
Fluororesin

Any one of conventionally known fluororesins can be pref-
erably used as the fluororesin. Examples thereof are polytet-
rafluoroethylene resin (PTFE), and also modified PTFE,
polyvinylidene fluoride resin (PVDF), ethylene-tetratluoro-
ethylene copolymer resin (ETFE), polychlorotrifiuoroethyl-
ene resin (PCTFE), ethylene-tetrafluoroethylene-hexafluoro-
propylene copolymer resin (FEP) and tetrafluoroethylene-
perfluoroalkyl copolymer resin. Among them, it is preferred
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to use PTFE prepared by emulsion polymerization in view-
point of processing properties in carrying out extrusion mold-
ing and rolling.

As the fluororesin, a powdery one may be used or a disper-
sion prepared by dispersing fluororesin fine particles in water
may be used. In the case of using the dispersion as the fluo-
roresin, the composition for forming the fluororesin sheet
containing a filler can be prepared only by adding an appro-
priate amount of water, the filler, the processing aid, and the
like to the fluororesin dispersion and stirring. Furthermore,
using the composition, the fluororesin sheet containing a filler
can be prepared efficiently.

Filler

Examples of the filler used in the invention may include
carbon fillers such as graphite, carbon black, expansive
graphite, activated carbon and carbon nanotube; inorganic
fillers such as talc, mica, clay, calcium carbonate and magne-
sium oxide; and powdery resins such as PPS and the like.
Furthermore, fibrous materials having a fiber length of less
than 10 mm, made from carbon fiber, aramid fiber, rock wool,
or the like may be used as the filler.

According to the present invention, even if the proportion
of fluororesin fed is low and the proportion of the filler fed is
high, a fluororesin sheet containing a filler having both ofhigh
stress relaxation properties and high hermetic properties can
be produced. The mass ratio of the fluororesin to the filler may
be 1:0.1 to 2, preferably 1:1 to 1.8.

Processing Aid

The composition for forming the fluororesin sheet contains
a processing aid.

The processing aid used in the present invention comprises
apetroleum hydrocarbon solvent having a fractional tempera-
ture of lower than 120° C., preferably lower than 110° C. inan
amount of at least 30% by mass, preferably at least 50% by
mass based on 100% by mass of the amount of the processing
aids, and particularly preferably it essentially comprises a
petroleum hydrocarbon solvent having a fractional tempera-
ture of lower than 120° C. The lower limit of the fractional
temperature is not particularly defined. However, when the
fractional temperature is too low, the processing aid is evapo-
rated quickly to excess in the rolling step and thereby it is
occasionally difficult to evaporate and remove the processing
aid gradually. Therefore, the lower limit of the fractional
temperature may be about 80° C.

Typical examples of the petroleum hydrocarbon solvents
having a fractional temperature of lower than 120° C. include
paraffin solvents, such as commercially available ISOPER C
(hydrocarbon organic solvent, fractional temperature of 97 to
104° C., manufactured by Exxon Mobil Co.).

In a conventional production process for a fluororesin sheet
containing a filler, it is general to use a petroleum hydrocar-
bon solvent having a high fractional temperature of from 180
to 250° C. as a processing aid. The processing aid is multi-
purpose in viewpoint of carrying out rolling operation stably
without evaporating solvents, but in a rolling step described
later, the solvents are hardly evaporated even if increasing the
roll temperature.

Components, which may be contained in the processing
aid, other than the petroleum hydrocarbon solvent having a
fractional temperature of lower than 120° C., may be petro-
leum hydrocarbon solvents having a fractional temperature of
higher than 120° C., such as commercially available ISOPER
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G (hydrocarbon organic solvent, fractional temperature of
158 to 175° C., manufactured by Exxon Mobil Co.).

In the sheet-forming resin composition, the processing aid
is contained in an amount of 5 to 50 parts by weight, prefer-
ably 10 to 30 parts by weight based on 100 parts by weight of
the total of the fluororesin and the filler.

When the processing aid is contained in the above
amounts, the fluororesin is sufficiently swelled in the former
part of the rolling step described later.

The sheet-forming resin composition essentially com-
prises the fluororesin, the filler and the processing aid.

For preparing the fluororesin sheet-forming resin compo-
sition containing these components, the components are
added in an arbitrary order at once or dividedly by small
amounts several times to a vessel, and mixed with stirring.

Process for Producing Fluororesin Sheet

A process for producing the fluororesin sheet containing a
filler generally comprises a stirring step, a pre-molding step,
a rolling step, a drying step and a calcining step in this order.
<Stirring Step>

In the stirring step, the fluororesin, the filler and the pro-
cessing aid are mixed in an arbitrary order and stirred as
described above. When the stirring efficiency is insufficient, a
large amount of the processing aid is added and after the
stirring, excess amounts of the processing aid can be removed
with filtration.
<Pre-Molding Step>

In the pre-molding step, the fluororesin sheet-forming
resin composition is extrusion molded to prepare a preform
(extrusion molded product).

The shape of the extrusion-molded product (preform) is
not particularly limited, but the preform preferably has a rod
or ribbon-like shape in considering of the efficiency of the
following forming the sheet and the homogeneity of the sheet
properties.

In the production process of the present invention, the
processing aid is gradually evaporated in the following roll-
ing step. Accordingly, the mixing step and pre-molding step
are preferably carried out at a temperature lower than the roll
temperature in the rolling step in order to prevent the process-
ing aid from evaporating.
<Rolling Step>

In the rolling step succeeded to the pre-molding step, the
preform is passed through pressure roils such as a biaxial roll
to roll and shape into a sheet. In the prior art, the rolling step
is carried out without heating, specifically at room tempera-
ture of about from 10 to 30° C., and the petroleum hydrocar-
bon solvents having a high fractional temperature of from 180
to 250° C. are generally used as a processing aid. Accord-
ingly, during the rolling step, the processing aid is hardly
evaporated.

The processing aid is used in order to swell the fluororesin
and to be easily fiberized. In the stirring, pre-molding and
rolling steps, the fluororesin is partly fiberized by the com-
pression stress and shear force applied on the sheet-forming
resin composition. As a result, to the fluororesin sheet, sheet
strength and stress relaxation are given due to the matrix
complexation. However, it is considered that this sheet is soft
and easily deformed, so that even if the sheet is compressed
by a biaxial roll or the like, deformation in a plane direction is
caused preferentially in the fluororesin which is swelled
inside the fluororesin sheet to be rolled, and thereby densifi-
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cation of the inside of the sheet is hardly caused. In this case,
the densification of the sheet inside means that voids of the
composition inside caused by evaporation of the solvent are
filled by rolling.

In the production process of the present invention, the
rolling step is carried out at a roll temperature of from 40 to
80° C. using the processing aid containing a large amount of
a petroleum hydrocarbon solvent having a low fractional
temperature of not higher than 120° C. Therefore, during
carrying out rolling with a biaxial roll or the like, the process-
ing aid in the sheet-forming resin composition (preform) is
gradually evaporated and removed. Accordingly, it is consid-
ered that at the former part of the rolling step, the fluororesin
can be swelled and fiberized because a large amount of the
processing aid is present. Moreover, at the later part of the
rolling step, the processing aid is remained in a small amount.
Accordingly, it is considered that new voids are formed in a
small amount by evaporation of the processing aid in the
inside of the sheet and thereby the densification of the inside
of the sheet can be advanced prior to deformation in a plane
direction.

Since the pressure rolling is carried out at a relatively high
temperature, the hardness of the fluororesin is little lowered
and thereby the densification of the fluororesin sheet is more
easily performed.

When the rolling step is carried out at a temperature lower
than 40° C., the processing aid tends to hardly evaporate. On
the other hand, when the rolling step is carried out at a tem-
perature over 80° C., the processing aid evaporates exces-
sively, and thereby the amount of the processing aid remained
is low at the former part of the rolling step. Therefore, the
fluororesin cannot be sufficiently swelled and fiberized,
resulted in a tendency of lowering the strength of a resulting
fluororesin sheet containing the filler. Furthermore, when the
processing aid in the composition vaporizes rapidly, a swell-
ing phenomenon is caused and the hermetic properties of the
fluororesin sheet containing the filler tend to be lowered.

The production process of the present invention preferably
comprises a rolling step of further rolling the rolled sheet
prepared in the previous rolling step. That is to say, the rolling
step is preferably repeated several times. By repeating the
rolling step, the inside of the fluororesin sheet can be further
densified. When the rolling step is repeated, the distance
between rolls is made to be narrower as the rolling is repeated.

In forming the sheet by rolling the preform with the biaxial
roll, the distance between rolls is set to be from 0.5 to 20 mm
and the preform is rolled at a roll surface velocity (sheet
extrusion rate) of from 5 to 50 mm/sec.
<Drying Step>

In the drying step, the rolled sheet is allowed to stand at
ordinary temperature, or heated at a temperature lower than
the boiling point of the fluororesin and thereby the processing
aid is removed.
<Calcining Step>

In the calcining step, the dried sheet is heated at a tempera-
ture higher than the melting point of the fluororesin to be
calcined. The heating temperature, which is somewhat varied
by the kinds of the fluororesins, is preferably about from 340
t0 370° C. in considering the necessity of calcining the whole
sheet uniformly and the generation of a poisonous fluorinated
gas at excessively high temperatures.

10

15

20

25

30

35

40

45

50

55

60

65

6

Fluororesin Sheet Containing a Filler

By the production process of the present invention, the
fluororesin sheet containing the filler is prepared. The fluo-
roresin sheet containing the filler has high stress relaxation
properties and high hermetic properties both, a tensile
strength, determined by JIS R3453, of at least 8 MPa, pref-
erably at least 10 MPa, and a leaked amount, determined by
the hermetic test, of lower than 9x10~> Pa-m?/s, preferably
lower than 7x107> Pa-m®/s. The hermetic test is carried out
using a gasket test piece having ¢ 48 mmx¢ 67 mmx1.5 mm
thick, at a surface pressure of 19.6 MPa (200 kgf/cm*G) and
a nitrogen gas internal pressure of 0.98 MPa (1.0 kgt/em’G).

EXAMPLE

The production process of the present invention will be
described in more detail with reference to the following
examples, but it is not limited by the examples.
<Testing Method>

A test piece was prepared from a sheet having a thickness
of'1.5 mm and the hermetic properties and the tensile strength
thereof were measured.

Leaked Amount (Hermetic Properties)

A gaskettest piece having ¢ 48 mmx¢ 67 mm was punched
out and set between steel flanges having ¢ 100 mmx50 mm
height and a surface roughness Rmax of 12 um. A load was
applied by a compression testing machine so that the test
piece had a surface pressure 19.6 MPa (200 kgficm>G). A
nitrogen gas internal pressure of 0.98 MPa (1.0 kgf/cm*G)
was loaded from a through hole for pressure introduction
provided on the flanges to the internal diameter side of the
gasket. Thereafter, a pressure introducing tube was closed and
this state was maintained for 1 hour. The change in pressure
before and after the maintaining was read out using a pressure
sensor, and thereby the leaked amount was determined from
the drop in pressure.

Tensile Strength

A test piece was prepared in accordance with JIS R3453

and the tensile strength was measured.

Example 1

Using a kneader, 400 g of PTFE fine powder (CD-1 manu-
factured by Asahi Glass Co.), 600 g of NK-300 (fine powder
clay manufactured by Showa KDE Co.) and 250 g of ISOPER
C (hydrocarbon type organic solvent, fractional temperature
of from 97 to 104° C. manufactured by Exxon Mobil Co.)
were mixed for 5 minutes and allowed to stand at room
temperature (25° C.) for 16 hours for aging, to prepare a
sheet-forming composition.

The composition was extruded at room temperature (25°
C.) by an extruder having an opening of 300 mmx200 mm, to
form a preform.

The preform was rolled by a biaxial roll under conditions
such that the roll diameter was 700 mm, the distance between
rolls was 20 mm, the roll rate was 6 m/min and the roll
temperature was 40° C. Just after this rolling, a resulting sheet
was rolled again at a distance between rolls of 10 mm. Fur-
thermore, just after the rolling, a resulting sheet was rolled at
a distance between rolls of 5 mm again. Finally, just after the
rolling, a resulting sheet was rolled at a distance between rolls
of 1.5 mm to prepare a sheet having a thickness of 1.5 mm.
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The sheet was allowed to stand at room temperature (25°
C.) for 24 hours to remove the solvent. Thereafter, the sheet
was calcined at 350° C. by an electric furnace for 3 hours, to
prepare a sheet gasket.

The sheet gasket had a leaked amount (hermetic properties)
0f 4.0x107> Pa-m>/s and a tensile strength of 11 MPa.

Example 2

The procedure of Example 1 was repeated except for using
125 g of ISOPER C hydrocarbon type organic solvent and
125 g of ISOPER G (hydrocarbon type organic solvent, a
fractional temperature of from 158 to 175° C. manufactured
by Exxon Mobil Co.) in place of 250 g of ISOPER C hydro-
carbon type organic solvent, to prepare a sheet gasket.

The sheet gasket had a leaked amount (hermetic properties)
of 6.0x107° Pa-:m®/s and a tensile strength of 10 MPa.

Example 3

The procedure of Example 2 was repeated except for
changing the roll temperature to 80° C. from 40° C., to pre-
pare a sheet gasket.

The sheet gasket had a leaked amount (hermetic properties)
0f 4.0x107> Pa-m>/s and a tensile strength of 11 MPa.

Comparative Example 1

The procedure of Example 1 was repeated except for using
250 g of ISOPER G hydrocarbon type organic solvent in
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Comparative Example 3

The procedure of Example 1 was repeated except for using
250 g of ISOPER M hydrocarbon type organic solvent (hy-
drocarbon type organic solvent, a fractional temperature of
from 218 to 253° C. manufactured by Exxon Mobil Co.) in
place of 250 g of ISOPER C hydrocarbon type organic sol-
vent, and changing the roll temperature to 80° C. from 40° C.,
to prepare a sheet gasket.

The sheet gasket had a leaked amount (hermetic properties)
of 8.0x10~* Pa-m’/s and a tensile strength of 10 MPa.

Comparative Example 4

The procedure of Example 1 was repeated except for
changing the roll temperature to 25° C. from 40° C., to pre-
pare a sheet gasket.

The sheet gasket had a leaked amount (hermetic properties)
of 4.0x10~* Pa-m’/s and a tensile strength of 10 MPa.

Comparative Example 5

The procedure of Example 1 was repeated except for
changing the roll temperature to 100° C. from 40° C., to
prepare a sheet gasket.

The sheet gasket had a leaked amount (hermetic properties)
of 1.0x107> Pa-m*/s and a tensile strength of 6 MPa.

TABLE 1
Example Comparative Example
Item Unit 1 2 3 1 2 3 4 5

PTFE CD-1 g 400 400 400 400 400 400 400 400
Inorganic NK-300 g 600 600 600 600 600 600 600 600
filler
Aid Isoper C* g 250 125 125 250 250

Isoper G* g 125 125 250 250

Isoper M* g 250
Rolling temperature °C. 40 40 80 80 40 80 25 100
Thickness mm 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5
Hermetic test Pa-m¥/s 4.0E-05  6.0E-05 4.0E-05 1.0E-04 2.0E-04 8.0E-04 4.0E-04 1.0E-03
(0 19.6 MPa, P 0.98 MPa, ¢48 x $p67 x t1.5 mm paste non-coated)
Tensile strength MPa 11 10 11 11 10 10 10 6

(JIS R3453)

*hydrocarbon type organic solvent.

place of 250 g of ISOPER C hydrocarbon type organic sol-
vent, and changing the roll temperature to 80° C. from 40° C.,
to prepare a sheet gasket.

The sheet gasket had a leaked amount (hermetic properties)
of 1.0x10™* Pa-m>/s and a tensile strength of 11 MPa.

Comparative Example 2

The procedure of Example 1 was repeated except for using
250 g of ISOPER G hydrocarbon type organic solvent in
place of 250 g of ISOPER C hydrocarbon type organic sol-
vent, to prepare a sheet gasket.

The sheet gasket had a leaked amount (hermetic properties)
of 2.0x10™* Pa-m’/s and a tensile strength of 10 MPa.
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The invention claimed is:

1. A process for producing a fluororesin sheet containing a

filler which process comprises, in the following order,

a stirring step comprising stirring a fluororesin, a filler, and
a processing aid thereby preparing a fluororesin sheet-
forming resin composition comprising said fluororesin,
said filler, and said processing aid,

a pre-molding step for preparing a preform by extrusion
molding of the fluororesin sheet-forming resin compo-
sition,

a rolling step comprising rolling and shaping the preform
into a sheet at aroll temperature of from 40 to 80° C. with
the processing aid in the sheet-forming resin composi-
tion being gradually evaporated and removed,

a drying step, and

a calcining step,
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wherein for the fluororesin sheet-forming resin composi-
tion,
the processing aid comprises at least 50% by mass of a
petroleum hydrocarbon solvent having a fractional
temperature of lower than 120° C. based on 100% by >
mass of the amount of the processing aid,
the fluororesin is polytetrafluoroethylene resin,
the sheet-forming resin composition has a mass ratio of
the fluororesin to the filler of 1:1 to 1:1.8, and
the sheet-forming resin composition contains the pro-
cessing aid in an amount of from 5 to 50 parts by
weight based on 100 parts by weight of the total
amount of the fluororesin and the filler, and
wherein the pre-molding step is carried out at a tempera-
ture lower than the roll temperature in the rolling step.
2. The process for producing a fluororesin sheet containing
a filler according to claim 1 which process further comprises
a step of rolling a resulting pressure rolled sheet prepared in
the preceding rolling step. 20
3. The process for producing a fluororesin sheet containing
a filler according to claim 1, wherein a lower limit of the
fractional temperature of the petroleum hydrocarbon solvent
is not less than 80° C.
4. The process for producing a fluororesin sheet containing 25
a filler according to claim 1, wherein the drying step com-
prises standing the rolled sheet at ordinary temperature.
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